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% DIGITAL FILE

11-1/4° 812 1 FT2 1 1 7 7 1 1 1
22-1/2 1653 1 FT2 1 1 7 7 1 2 1
45 ° 3247 1 FT2 2 1 7 7 1 4 1
g0 53994 2 FT?2 3 1 1 1 2 6 1
PLUG 4239 1 FT2 2 1 7 7 1 4 1
.
11-1/4 " 1444 1 FT2 1 1 7 7 1 1
2e-1/2° 2939 1 FT2 2 1 7 7 1 1
45 ° 5773 2 Fre 3 1 7 7 2 6 1
go-° 10656 3 FT2 2 1 2 2 3 11 2
PLUG 7536 2 Fre 4 1 7 7 2 8 1
12"
11-1/4 " 3248 1 FT2 1 7 7 1 1
22-1/2° 6612 2 Fre 1 7 7 2 1
45 ° 129588 3 FT2 1 2 2 3 13 2
ao-° 23976 6 FT? 12 2 3 3 6 24 3
PLUG 16956 4 FT°2 9 1 2 2 4 17 2
16"
11-1/4 " 5775 2 Fre 1 7 7 6 1
22-1/2"° 11756 3 FT2 1 2 7 3 12 1
45 ° 23090 6 FT?2 12 2 3 3 6 23 3
ao - 42624 11 FT2 22 3 & & 11 43 4
PLUG 30144 8 FT2 15 2 4 4 8 30 3
BASED ON_TEST PRESSURE OF 150 PSI
NOTES:

REACTION BEARING AREAS ARE IN SQUARE FEET MEASURED IN A VERTICAL PLANE IN THE TRENCH SIDE

AT AN ANGLE OF 90 ° TO THE THRUST VECTOR.
USE 6"-90 ° BEND VALUE FOR HYORANTS FOR ADDITIONAL SAFETY.
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